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HYDRAULIC ROLLER - SMALL BLOCK CHEVROLET CAMSHAFTS
409 St. 410-201H 242º/248º .366”/.363” .549”/.545” 112º Standard

SOLID ROLLER - SMALL BLOCK CHEVROLET CAMSHAFTS
412 410-100 272º/284º .450”/.435” .675”/.653” .720”/.696” 107º Standard
427 410-111 284º/298º .475”/.450” .713”/.675” .760”/.720” 112º Standard

HYDRAULIC ROLLER - BIG BLOCK CHEVROLET CAMSHAFTS
540 St. 420-201H 244º/254º   .381”/.381” .648”/.648” 114º Standard

SOLID ROLLER - BIG BLOCK CHEVROLET CAMSHAFTS
509 St. 420-106 254º/260º .370”/.370” .629”/.629” .648”/.648” .666”/.666” 108º Standard

454 420-107 267º/278º .400”/.400” .680”/.680” .700”/.700” .720”/.720” 108º Standard
468 420-119 274º/278º .435”/.435” .740”/.740” .761”/.761” .783”/.783” 108º 7/4 Swap
509 420-119 274º/278º .435”/.435” .740”/.740” .761”/.761” .783”/.783” 108º 7/4 Swap
522 420-113 282º/292º .450”/.430” .765”/.731” .788”/.753” .810”/.774” 110º 7/4 Swap
540 420-113 282º/292º .450”/.430” .765”/.731” .788”/.753” .810”/.774” 110º 7/4 Swap
540 420-203 280º/296º .460”/.440” .782”/.748” .805”/.770” .828”/.792” 110º 7/4 Swap
555 420-116 284º/298º .475”/.450” .808”/.765” .831”/.788” .855”/.810” 112º 7/4 Swap
565 420-116 284º/298º .475”/.450” .808”/.765” .831”/.788” .855”/.810” 112º 7/4 Swap

565 HR 420-116 284º/298º .475”/.450” .808”/.765” .831”/.788” .855”/.810” 112º 7/4 Swap
18º 565 420-116 284º/298º .475”/.450” .808”/.765” .831”/.788” .855”/.810” 112º 7/4 Swap
14º 565 420-116 284º/298º .475”/.450” .808”/.765” .831”/.788” .855”/.810” 112º 7/4 Swap
565 N2O 420-117 288º/308º .475”/.465” .808”/.791” .831”/.814” .855”/.837” 114º 7/4 Swap

572 420-117 288º/308º .475”/.465” .808”/.791” .831”/.814” .855”/.837” 114º 7/4 Swap
 12º 583 420-202 (!)   283º/306º .496”/.485” .843”/.825” .868”/.849” .893”/.873” 113º 7/4 Swap
588 HR 420-117 288º/308º .475”/.465” .808”/.791” .831”/.814” .855”/.837” 114º 7/4 Swap
12º 588 420-117 288º/308º .475”/.465” .808”/.791” .831”/.814” .855”/.837” 114º 7/4 Swap

622 420-115 288º/316º .510”/.475” .867”/.808” .893”/.831” .918”/.855” 117º 7/4 Swap
622 N2O 420-115 288º/316º .510”/.475” .867”/.808” .893”/.831” .918”/.855” 117º 7/4 Swap

615 420-118 288º/314º .475”/.465” .808”/.791” .831”/.814” .855”/.837” 117º 7/4 Swap
632 420-118 288º/314º .475”/.465” .808”/.791” .831”/.814” .855”/.837” 117º 7/4 Swap

632 HR 420-115 288º/316º .510”/.475” .867”/.808” .893”/.831” .918”/.855” 117º 7/4 Swap
(!) Designed to run with .904” diameter solid roller lifter

55MM/60MM AND 65MM JOURNAL DIAMETER CAMSHAFTS ALSO AVAILABLE.  CALL FOR INFORMATION.


